
TOUR-GUIDE SYSTEM

ULTRA (DCS-210L)
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The basic package includes:
DRT-210L transmitter
DRR-210L receiver
Earphones
Microphone

Kit Contents

Charging case
User manual
The mobile application
from Crystal Sound

Receiver continuous battery operation time:
Radio guide mode: 150 hours
Multispeaker mode: 100 hours

Transmitter continuous battery operation time:
Radio guide mode: 80 hours
Multispeaker mode: 60 hours

Signal reception range: up to 150 m
Standby Mode Until Full Discharge: 2400 hours (100 days)
Full battery charging time: 3 hours

General specifications

Dimensions:                        
68 x 45 x 15 mm
Weight with power supply:
43 g
Dimensions of the charging
case for 36 devices:        
350 x 260 x 110 mm

Dimensions
Weight of the charging case
for 36 devices: 

Empty: 2.7 kg
Fully loaded: 4.8 kg

Operating temperature
range: -10°C to +45°C

Output power: 10 mW
Frequency range:
2.4 - 2.483 GHz
Bluetooth LE 5.0 support
Battery: 1100 mAh
Power supply voltage:
3.2 - 4.1 V
Charging case/station power
supply: 220 V mains

Additional specifications
Charging of up to 36 devices
simultaneously
Short circuit protection
Battery overcharge protection
Automatic power-saving
on/off
Device status and battery
level indication



DESCRIPTION
The Tour-guide System Ultra (DCS-210L) is a wireless audio
transmission system with an extended battery life and a range of up
to 150 meters. It is perfect for guided tours, conferences, seminars,
and educational events.

The kit Ultra includes the DRR-210L receiver and the DRT-210L
transmitter, which ensure radio signal reception and transmission.
Both devices have a 3.5 mm jack for connecting a microphone to
the transmitter and earphones to the receiver. 

Additionally, the kit comes with a charging station that can
simultaneously charge up to 36 devices. 

The kit supports two operating modes: Radioguide and
Multispeaker. The Radioguide mode provides audio transmission
from one transmitter to multiple receivers. In Multispeaker mode,
it’s possible to connect up to four transmitters at once. In both
modes, the transmitter has a Mute button for instant silence.

RADIOGUIDE
OPERATING PRINCIPLE
The radioguide mode is designed for guided tours and events where
a guide or speaker leads the session. It allows multiple groups to
participate simultaneously. The system includes listener receivers
with earphones and a guide transmitter with a microphone.

One transmitter can connect to an unlimited number of receivers,
and synchronization is as simple as pressing the sync button on the
transmitter, to automatically find an available communication
channel.

MULTISPEAKER
OPERATING PRINCIPLE
The Multispeaker mode is perfect solution for events with multiple
speakers. In this mode, listener receivers combine audio from all
active transmitters, allowing up to four devices to transmit voice
simultaneously while supporting an unlimited number of receivers.

Each group’s kit includes the following: one main transmitter, up to
three additional transmitters, four microphones, and earphones for
each receiver. 

If the main transmitter is turned off, the additional transmitters will
also be disabled. 

Notably, any transmitter used for synchronization with the receivers
and additional transmitters can act as the "main" transmitter,
providing flexibility in setup and operation.


