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The basic package includes:
DRR-210 receiver
Content downloader
TDC-210
DRT-210 transmitter
(Opcional)
Earphones

Kit Contents

Microphone (optional)
Charging case
User manual
The mobile application
from Crystal Sound

Dimensions:                        
68 x 45 x 15 mm
Weight with power supply:
43 g
Dimensions of the charging
for case 36 device:         
350 x 260 x 110 mm

Dimensions
Weight of the charging
case for 36 devices: 

Empty: 2.7 kg
Fully loaded: 4.8 kg

Operating temperature
range: -10°C to +45°C

Continuous battery operation time:
Receiver: 

Audioguide mode: up to 40 hours
Radioguide mode: up to 100 hours

Transmitter: 70 hours

Signal reception range: up to 150 m
Standby Mode Until Full Discharge: 2400 hours (100 days)
Full battery charging time: 2.5 hours

General specifications

Output power: 10 mW
Frequency range:
2.4 - 2.483 GHz
Bluetooth LE 5.0 support
Battery: 920 mAh
Power supply voltage:
3.2 - 4.1 V
Charging case/station power
supply: 220 V mains

Additional specifications
Charging of up to 36
devices simultaneously
Short circuit protection
Battery overcharge
protection
Automatic power-saving
on/off
Device status and battery
level indication



DESCRIPTION
The Audioguide Smart (DCS-210A) is a set of devices designed for
guided tours and business events, operating within a range of up to
150 meters. The devices operate on the principle of broadcast radio
communication and also provide automatic audio accompaniment
for tours. 

The standard kit Smart includes DRR-210A receivers, a content
uploading device, and a charging station capable of charging up to
36 devices simultaneously.

The content uploading device allows transferring downloaded
audiotracks to audioguides. 

The AudioConverter service converts audio files into a format
compatible with the audioguide and enables playlist uploads with
track names and durations into the CS.Leaderguide app.

The CS.Leaderguide app is designed to control the playback of
tracks on a group of audioguides using a smartphone or tablet. It
allows guide to synchronize the devices with the app and start a
desired track with just one tap.

OPERATING PRINCIPLE
Audioguide mode plays pre-recorded tracks that can be started
manually or automatically using Leaderguide app. 

GPS Guide mode enables location-based audio playback,
automatically triggering content at predefined points to deliver
a seamless and hands-free guided experience.

Radioguide mode allows the guide to lead a tour in real-time
through the transmitter.

Combined audioguide & radioguide mode allows automatic
track playback, while also allowing the guide to interrupt with
live speech.
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